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4703X 1/0O Bus Interface Module Fiber-Fiber (IMFF)

The Model 4703X 1/0 Bus Interface Module Fiber-Fiber (IMFF) can be used in Model
8131X /O Expansion Chassis.

Figure 12 - Model 4703X I/O Bus Interface Module Fiber-Fiber (IMFF)

.
Fault

Alarm

L

Power
N1 2

=
o
o
=1
@
*

IOP Bus Input Port, Fiber Optic from SFP
1/0 Bus Output Port, RJ-45, RS-485 Serial
IOP Bus Output Port, Fiber Optic to SFP
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4703X 1/0 Bus Interface Module Specifications

Table 23 - 4703X 1/O Bus Interface Module Specifications

Feature Specification

Model 4703X

Protocol I/O bus: RS-485 serial
IOP bus:

1000Base-SX (via SFP)
1000Base-LX (via SFP)
1000Base-LX10 (via SFP)
1000Base-EX (via SFP)
1000Base-BX10 (via SFP)

Physical Interface

Input, I/0 bus, fiber optic SFP
Output, I/O bus fiber optic SFP

Output, I/O bus, RS-485 serial, see 1/0 Bus Ethernet
Cable Requirements, page 20.

Distances supported

I/0O bus, RS-485 serial: up to 100 ft (30 m)

IOP bus, fiber optic: up to 43.5 miles (70 km) with
matching SFPs on both ends (total distance from MP to
last IMFF).

Pass indicator

Green light indicates the module has no faults.

Fault indicator

Red light indicates the module has a fault.

Alarm indicator

Red light indicates that any of the I/O modules in the
chassis has asserted the backplane's Chassis Alarm
signal.

Power 1 indicator

Red light indicates the 24 V supply to Power 1 is not within
specifications.

Green light indicates the 24 V supply to Power 1 is within
specifications.

Power 2 indicator

Red light indicates the 24 V supply to Power 2 is not within
specifications.

Green light indicates the 24 V supply to Power 2 is within
specifications.

I/0O Tx indicator

Green light indicates a transmit on the RS-485 1/0 CMD
(command) bus occurred.

I/0 Rx indicator

Green light indicates a receive on the RS-485 I/O RSP
(response) bus occurred.

Link In

Green light indicates connectivity, Flashing indicates
activity on the In Ethernet port.

Link Out

Green light indicates connectivity, Flashing indicates
activity on the Out Ethernet port.

Logic power

<8 watts
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